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been reported to form lead or copper azide in laboratory plumbing, which may explode on
percussion. Flush drains with large volumes of water thoroughly after disposing off the fluids
containing sodium azide.

Section 15 : Regulatory Information

15.1 Safety, health and environmental regulations/legislation specific for the substance or
mixture

Specific regulation: Applicable national/regional or local regulations.
Safe for all kinds of modes of transportation.

15.2 Chemical safety assessment

The Urea (GLDH) contain sodium azide (NaN3) as preservative.

Section 16 : Other Information

Other Information : This safety data sheet is prepared in accordance with Commission
Regulation (EU) No 453/2010.

Legal disclaimer : The above information is believed to be correct but does not purport to
be all inclusive and shall b used only as a guide. This company shall not be held liable for
any damage resulting from handling or from contact with the above product.


